
  June 6, 2011 

ARKANSAS LEGAL VEHICLES 
FOR BRIDGE POSTING 

 

Code 4 (3 Axle) Vehicle:  45,000 lbs. gross legal weight; Maximum legal, non-permitted weight on tandem axle 

 
        24.4%    44.4%    31.2% (Axle percentage of total load) 

Code 9 (4 Axle) Vehicle:  62,000 lbs. gross legal weight; Maximum legal, non-permitted weight on tridem axle 

 
                19.4%        29.0%    22.6%    29.0% (Axle percentage of total load) 

Code 5 (5 Axle) Vehicle:  80,000 lbs. gross legal weight; Maximum legal, non-permitted weight on tandem axles 

 
          15.0%          17.5%   25.0%           25.0%   17.5% (Axle percentage of total load) 

-------------------------------------------------------------------------------------------------------------------------------------------------- 
Posted Bridge Example:  A bridge with a 15 ton (30,000 lb.) posting for the Code 4 (3 axle) vehicle 
 
Steer axle:  30,000x24.4% =   7,320 lbs. limit 
Tandem axles:  30,000x44.4% = 13,320 lbs. limit 

30,000x31.2% =   9,360 lbs. limit 
    30,000 lbs. limit for this vehicle 


